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As shown 07­10­08

Design Responsibilty and Liability

This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
the CDHB or their third party providers accept any liability nor is any warranty expressed or implied as to its fitness for purpose, completeness or accuracy.
As this design is a specimen only, users of this specimen design are required to employ suitably qualified professionals to verify and assume responsibility for the design, validate or
vary the design as necessary to suit specific site conditions and undertake appropriate construction monitoring.  Any reliance or use of these designs by any person is at their own
discretion and risk, and they shall not be entitled to rely on or treat the design as professional advice to them by the developer of this specimen design, DHBNZ or CDHB.
In accepting delivery and/or using this specimen design, the recipient agrees and acknowledges that he/she/it is accepting the specimen design on the basis set out above.
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TYPE F1

WALL FINISHES
Not to scale

60x10 timber skirting
(paint finish)

Paint finish over 13mm
plasterboard lining

TYPE F2

150mm Coved vinyl
skirting with PVC
capping

Paint finish over 13mm
plasterboard lining

TYPE F3

Paint finish over 13mm
plasterboard lining

150mm Coved vinyl
skirting with PVC
capping

16g steel lining behind
plasterboard and coved
skirting

TYPE F4

Seratone wall lining (with
aluminium jointing system)
over 13mm plasterboard.

150mm Coved vinyl
skirting with PVC
capping

TYPE F5

Paint finish over 12mm
plywood wall lining

TYPE F6

150mm Coved vinyl skirting with
PVC capping

140x20 timber dressed rail

Paint colour 1 on plasterboard
above door height

Paint colour 2 on 12mm mdf selected
perforated acoustic wall panel over
plasterboard

Paint colour 1 on 12mm mdf selected
perforated acoustic wall panel over
plasterboard

Door
height

Light
fittings

Extract fans
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Concrete surface

Vinyl 4 ­ Non slip

Vinyl 2

Vinyl 3

Vinyl 1

Entrance matting
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ALL TIMBER TO BE PINUS RADIATA UNLESS SPECIFICALLY NOTED OTHERWISE
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CCA
CCA

 Exterior wall framing and parapets in all but low risk,
  single storey masonry veneer buildings
 Enclosed framing within skillion roofs
 Subfloor framing
 Timber and ply reveals
 External plywood
 Fascia's and enclosed framing within flat roofs (less than 15o pitch)
 Framing for enclosed decks and balconies
 Framing within enclosed balustrades
 Some framing supporting decks and balconies
 Unroofed decking and external stairs, handrails and balustrades
 Piles and other structural in ground material

FLOOR PLAN, 6 Chair ­ Level 2
Scale 1­100

REFLECTED CEILING PLAN, 6 Chair ­ Level 2
Scale 1­100

REFER TO ELECTRICAL ENGINEERS DRAWINGS FOR LIGHTING DETAILS

ROOF FRAMING PLAN, 6 Chair ­ Level 2
Scale 1­100

FINISHES PLAN, 6 Chair ­ Level 2
Scale 1­100

PARTITION PLAN, 6 Chair ­ Level 2
Scale 1­100

ROOF PLAN, 6 Chair ­ Level 2
Scale 1­100

(6 Chair ­ Level 2 Building)
A1

FLOOR, REFLECTED CEILING, ROOF FRAMING,
FINISHES, PARTITION & ROOF PLANS
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This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
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ELEVATION 4, (6 Chair ­ Level 2)
Scale 1­100

ELEVATION 2, (6 Chair ­ Level 2)
Scale 1­100

ELEVATION 3, (6 Chair ­ Level 2)
Scale 1­100

ELEVATION 1, (6 Chair ­ Level 2)
Scale 1­100

180mm Linea weatherboards
with corner soaker flashings

James Hardie 4.5mm pre­
finished Silkline soffit lining with
matching jointing system

Colorsteel corrugated roofing

12mm Shadowclad "texture" (Climate
primed) cladding with expressed joints
as indicated. All other joints to have
concealed jointing detail.

125x125mm Colorsteel box spouting
on 180mm Hardi fascia board

80mm Colorsteel downpipe

12mm Shadowclad "grooved" (Climate
primed) cladding with expressed joints
as indicated. All other joints to have
concealed jointing detail.

Grooves in Shadowclad to be
centered within each panel

12mm Shadowclad "texture" (Climate
primed) cladding with expressed joints
as indicated. All other joints to have
concealed jointing detail.
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D.P D.P

Aluminium louvred door in
aluminium frame

180mm Linea weatherboards
with corner soaker flashings

140x140mm dressed timber
post. Paint finish

80mm Colorsteel downpipe

Double glazed powder coated
aluminium joinery

Colorsteel corrugated roofing

12mm Shadowclad "grooved" (Climate
primed) cladding with expressed joints
as indicated. All other joints to have
concealed jointing detail.

180mm Linea weatherboards
with corner soaker flashings

D.P

12mm Shadowclad "texture" (Climate
primed) cladding with expressed joints
as indicated. All other joints to have
concealed jointing detail.

140x140mm dressed timber
post. Paint finish

12mm Shadowclad "grooved" (Climate
primed) cladding with expressed joints
as indicated. All other joints to have
concealed jointing detail.

125x125mm Colorsteel box spouting

Barge flashing over bargeboard

Colorsteel corrugated roofing

70x20mm dressed timber boards
between ground and cladding

Double glazed powder coated
aluminium joinery
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Refer to detail 7 on sheet D02
for concrete slab version
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Refer to detail 8 on sheet D02
for concrete slab version

D.P

12mm Shadowclad "texture" (Climate
primed) cladding with expressed joints
as indicated. All other joints to have
concealed jointing detail.
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WAITING ROOM

2400

SECTION A­ Through Waiting area
Scale 1­50

15º Roof Pitch
15º Roof PitchColorsteel corrugated roofing on b.p

over 90x45 pulins @ 900 ctrs on
timber truss @ 900mm ctrs

12mm Shadowclad (texture) on
20mm cavity battern on b.p on
timber framing

4.5mm Silkline soffit lining

13mm plasterboard wall  lining

190x90 verandah beam

140x140 verandah post

Colorsteel corrugated roofing on b.p
over 90x45 pulins @ 900 ctrs on
140x45 timber rafters @ 600mm ctrs

125mm Colorsteel box spouting
on 180mm Hardi fascia

Double glazed powdercoated aluminium
door joinery with 30mm timber reveal

Raven under door seal and threshold plate

Ridge flashing

Acoustic ceiling panels in suspended grid
9

D01

6
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2
D03

9
D02

Selected flooring on 19mm Ecoply plywood
with Pink Batts "Sisalation 421" insulation
under (100mm droop). Over 140x45 timber
joist @ 400 ctrs with 90x45 (on edge) dwangs
@ sheet edges

190x70 Timber bearers on 140mm round
timber piles set into concrete footing. Refer
to structural engineers drawings for footing
size and pile ctrs.

4.5mm Silkline Soffit lining

70x20 dressed timber boards

REFER TO ENGINEERS DRAWINGS FOR FLOOR
SETOUT AND CONSTRUCTION

R3.2 Fibreglass insulation batts

R2.6 fibreglass insulation batts

NOTE ­ FOR CONCRETE SLAB FLOOR OPTION REFER TO ENGINEERS DRAWINGS
(Main floor 300mm above ground. plant room 250mm above ground)

REFER TO SHEET
D03 FOR

ENTRANCE RAMP

Allow for 100mm clear space between
ceiling panels and bottom chord of truss.

SERVICE ROOMSTREATMENT AREA CORRIDOR

heat
pump

2650

2400

SECTION B ­ Through treatment area
Scale 1­50

15º Roof Pitch

15º Roof Pitch

R.L 4090

R.L 3650

Colorsteel corrugated roofing on b.p
over 90x45 pulins @ 900 ctrs on
290x45 timber rafters @ 600mm ctrs

12mm Shadowclad (texture) on
20mm cavity battern on b.p on
timber framing

Powdercoated aluminium window
joinery with 30mm timber reveals

4.5mm Silkline soffit lining

125mm Colorsteel box
spouting on 180mm
Hardi fascia

Colorsteel corrugated roofing
on b.p over 90x45 pulins @
900 ctrs on 140x45 timber
rafters @ 600mm ctrs

4.5mm Silkline soffit lining

4.5mm Silkline soffit lining

125mm Colorsteel box spouting
on 180mm Hardi fascia

290x90 timber lintel
Acoustic ceiling tiles in
supsended grid

13mm plasterboard wall lining
on Rondo steel batten bulkhead

Refer to reflected ceiling
plan for ceiling materials
in service rooms

13mm plasterboard
wall & ceiling lining

Powdercoated aluminium window
joinery with 30mm timber reveals

Powdercoated aluminium
window joinery with 30mm
timber revealsProprietary pass through unit
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Apex flashing over 180mm Hardi fascia

190x70 Timber bearers on 140mm
round timber piles set into concrete
footing. Refer to structural engineers
drawings for footing size and pile ctrs.

12mm Shadowclad (grooved) on
20mm cavity battern on b.p on
timber framing

70x20 dressed timber boards 70x20 dressed timber boards

REFER TO ENGINEERS DRAWINGS FOR FLOOR
SETOUT AND CONSTRUCTION

Rafter @ eaves cut down
to 140mm

140x45mm outrigger rafter @
600mm ctrs

R3.2 Fibreglass insulation batts

R2.6 fibreglass insulation batts

NOTE ­ FOR CONCRETE SLAB FLOOR OPTION REFER TO ENGINEERS DRAWINGS
(Main floor 300mm above ground. plant room 250mm above ground)

4
D02

10
D01

9
D01

11
D01

Selected flooring on 19mm Ecoply plywood
with Pink Batts "Sisalation 421" insulation
under (100mm droop). Over 140x45 timber
joist @ 400 ctrs with 90x45 (on edge)
dwangs @ sheet edges

190x45 ribbon board attached to
every second dwang @ approx
800mm ctrs with M10 bolts

SECTION C ­ Through Plant Room
Scale 1­50

4.5mm Silkline soffit lining

125mm Colorsteel box spouting
on 180mm Hardi fascia

180mm Linea weatherboards
on 20mm cavity battens over
b.p on timber framing

NOTE ­ FOR CONCRETE SLAB FLOOR OPTION REFER TO ENGINEERS DRAWINGS
(Main floor 300mm above ground. plant room 250mm above ground)

R2.6 fibreglass insulation batts

100mm concrete slab with 665
reinforcing mesh. over DPC on min 150
compacted hardfill.

140x45 timber rafters @
600mm ctrs

Solid block between rafters

600

600

70
0

1,
45

0

180mm Linea weatherboards
on 20mm cavity battens over
b.p on timber framing

Barge flashing over 180mm
hardi fascia

Raven under door seal
and threshold plate

Colorsteel corrugated roofing on b.p
over 90x45 pulins @ 900 ctrs on
140x45 outrigger timber rafters @
600mm ctrs

SECTION E ­ Through Exit door
Scale 1­50

13mm plasterboard
ceiling and wall lining

Powdercoated aluminium window
joinery with 30mm timber reveals

Barge flashing over 180mm
hardi fascia

12mm Shadowclad (texture) on
20mm cavity battern on b.p on
timber framing

13mm plasterboard wall lining

Acoustic ceiling panels in suspended grid

Colorsteel corrugated roofing on b.p
over 90x45 pulins @ 900 ctrs on
timber truss @ 900mm ctrs

4.5mm Silkline soffit lining
supported on 140x45 timber
framing @ 600 ctrs

SECTION D ­ Through Waiting Area
Scale 1­50

WAITING ROOM

70x20 dressed timber boards

REFER TO ENGINEERS DRAWINGS FOR FLOOR
SETOUT AND CONSTRUCTION

REFER TO ENGINEERS DRAWINGS FOR FLOOR
SETOUT AND CONSTRUCTION

Powdercoated double glazed
aluminium joinery

NOTE ­ FOR CONCRETE SLAB FLOOR OPTION REFER TO ENGINEERS DRAWINGS
(Main floor 300mm above ground. plant room 250mm above ground)

NOTE ­ FOR CONCRETE SLAB FLOOR OPTION REFER TO ENGINEERS DRAWINGS
(Main floor 300mm above ground. plant room 250mm above ground)

R2.6 fibreglass insulation batts

R3.2 Fibreglass insulation batts R3.2 Fibreglass insulation batts

10
D01

9
D01

11
D01

3
D04

REFER TO SHEET D04
FOR EGRESS STAIR

1
D01

3
D01

Selected flooring on 19mm Ecoply
plywood  with Pink Batts "Sisalation 421"
insulation under (100mm droop). Over
140x45 timber joist @ 400 ctrs with 90x45
(on edge) dwangs @ sheet edges

Selected flooring on 19mm Ecoply
plywood  with Pink Batts "Sisalation 421"
insulation under (100mm droop). Over
140x45 timber joist @ 400 ctrs with 90x45
(on edge) dwangs @ sheet edges

4.5mm Silkline soffit lining
supported on 140x45 timber
framing @ 600 ctrs

Colorsteel corrugated roofing on b.p
over 90x45 pulins @ 900 ctrs on
140x45 timber rafters @ 600mm ctrs

5
D01

950

PLANT ROOM CORRIDOR

SECTION C ­ Through Plant Room
Scale 1­50

15º Roof PitchColorsteel corrugated roofing on b.p
over 90x45 pulins @ 900 ctrs on
190x45 timber rafters @ 600mm ctrs

4.5mm Silkline soffit lining

125mm Colorsteel box spouting
on 180mm Hardi fascia

Apex flashing over 180mm Hardi fascia

4.5mm Silkline soffit lining

180mm Linea weatherboards
on 20mm cavity battens over
b.p on timber framing

13mm plasterboard wall lining

Linea weatherboards over 20mm
cavity on b.p on timber framed wall

13mm plasterboard
bulkhead

Lockers

12mm Plywood wall linings
2400

Lowered concrete floor  in plant room only

190x70 Timber bearers on 140mm
round timber piles set into concrete
footing. Refer to structural engineers
drawings for footing size and pile ctrs.

70x20 dressed timber boards

REFER TO ENGINEERS DRAWINGS FOR FLOOR
SETOUT AND CONSTRUCTION

NOTE ­ FOR CONCRETE SLAB FLOOR OPTION REFER TO ENGINEERS DRAWINGS
(Main floor 300mm above ground. plant room 250mm above ground)

R2.6 fibreglass insulation batts

R3.2 Fibreglass insulation batts

3
D021

D02

100mm concrete slab with 665
reinforcing mesh. over DPC on min 150
compacted hardfill.

10
D02

Selected flooring on 19mm Ecoply plywood  with
Pink Batts "Sisalation 421" insulation under
(100mm droop). Over 140x45 timber joist @ 400
ctrs with 90x45 (on edge) dwangs @ sheet edges

140x45 timber rafters @
600mm ctrs

Solid block between rafters

Colorsteel corrugated roofing
on b.p over 90x45 pulins
@ 900 ctrs on 140x45 timber
outrigger rafters @ 600mm ctrs

T I M B E R  T R E A T M E N T  S C H E D U L E
H1.2

H1.2
H1.2
H3.0
H3.2
H3.1
H3.1
H3.1
H3.1
H3.2
H5

ALL TIMBER TO BE PINUS RADIATA UNLESS SPECIFICALLY NOTED OTHERWISE

CCA

CCA
CCA
CCA
CCA
LOSP
LOSP
LOSP
LOSP
CCA
CCA

 Exterior wall framing and parapets in all but low risk,
  single storey masonry veneer buildings
 Enclosed framing within skillion roofs
 Subfloor framing
 Timber and ply reveals
 External plywood
 Fascia's and enclosed framing within flat roofs (less than 15o pitch)
 Framing for enclosed decks and balconies
 Framing within enclosed balustrades
 Some framing supporting decks and balconies
 Unroofed decking and external stairs, handrails and balustrades
 Piles and other structural in ground material

(6 Chair ­ Level 2 Building)
A2
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I S S U E

TRENGROVE   &   BLUNT
    ARCHITECTS    LTD

82   OXFORD  TCE,  CHRISTCHURCH,   NZ

MAIL  :
P H O N E  :
FAX :
EMAIL  :
W E B S I T E  :

P.O.  Box 117,  Chr is tchurch
(03 )  379  2205
(03 )  379  8979
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www. t rengroveb lun t .co .nz

HOLMES CONSULTING POWELL FENWICKBECA RIDER, LEVETT, BUCKNALL

03 366 3366 03 366 3521 03 366 1777 03 365 0590

C O M M U N I T Y  O R A L  H E A L T H
F I X E D  F A C I L I T I E S

As shown 07­10­08

Design Responsibilty and Liability

This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
the CDHB or their third party providers accept any liability nor is any warranty expressed or implied as to its fitness for purpose, completeness or accuracy.
As this design is a specimen only, users of this specimen design are required to employ suitably qualified professionals to verify and assume responsibility for the design, validate or
vary the design as necessary to suit specific site conditions and undertake appropriate construction monitoring.  Any reliance or use of these designs by any person is at their own
discretion and risk, and they shall not be entitled to rely on or treat the design as professional advice to them by the developer of this specimen design, DHBNZ or CDHB.
In accepting delivery and/or using this specimen design, the recipient agrees and acknowledges that he/she/it is accepting the specimen design on the basis set out above.

SPECIMEN
ISSUE

A GENERAL TREATMENT AREA EXTENSION 07­10­08

A

700 2,350

40
65

0
2,

41
0

60
0

49
1

40 700 491 749

1,980

132

800

128
10

76
0

65
0

760 650 570

782 18

RECEPTION

5mm 150x400x50wide
angle bench support.
(behind wall cleat)

25mm Melamine desktop
with 2mm PVC edge

Benchtop
photocopier

Cupds under
desktop

Paper shelving
on desk

Paper shelving
on desk

Paper shelving
on desk

Open under for
wheelchair

accessibility

Mobile drawer unit
under desk

Mobile drawer unit
under desk

Toughened glass screen
in aluminium channel
screw fixed to desk walls
and bulkhead

Cable
port

Cable
port

Cable
port

Cable
port

RECEPTION ­ Plan
Scale 1­20

600

70
0

35
0

450 386 386

RECEPTION
Scale 1­20

Bevelled Timber
skirting 60x10

Paint finish over
plasterboard

Plasterboard
bulkhead

Melamine panel

Paper shelving

Open through to
waiting area

Melamine panel
Mobile drawer unit

under desk
Mobile drawer unit

under desk

Plasterboard
bulkhead

Paper shelving Paper shelving

Desk support bracket

Bevelled Timber
skirting 60x10

25mm Melamine desktop
with 2mm PVC edge

25mm Melamine desktop
with 2mm PVC edge

RECEPTION
Scale 1­20

RECEPTION
Scale 1­20

PP

PP DATA PP DATA

Vision panel

Paint finish on
plasterboard

R.L 2400 R.L 2400

R.L 2000

R.L 2400

R.L 2000

Selected pinboard

LS

2,
96

0
70

0

300

1,700 700

STAFF
WORKSTATION

5mm 150x400x50wide angle
bench support. (behind wall cleat)

25mm Melamine desktop
with 2mm PVC edge

Mobile drawer unit
under desk

Mobile drawer unit
under desk

O
pe

n 
sh

el
vi

ng
 a

bo
veW

hi
te

bo
ar

d

Cable
port

Cable
port

Cable
port

Cable
port

STAFF WORKSTATION ­ Plan
Scale 1­20

700

70
0

700

70
0

70
0

70
0

60
0

2,
00

0

18 Eq Eq Eq Eq 18
3,710

70
0

70
0

60
0

2,
00

0

1,000

1,
10

0
90

0

Bevelled Timber
skirting 60x10

Selected pinboard

Bevelled Timber
skirting 60x10

Paint finish over
plasterboard

Adj

Open shelf

Adj

Open shelf

Adj

Open shelf

Adj

Open shelf

18mm recessed
margin against wall

Mobile drawer unit
under desk

Adj

Open Shelf

Potter system "vision"
1800x900 whiteboard

18x150mm melamine wall cleat

Desk support bracket

STAFF WORKSTATION
Scale 1­20

STAFF WORKSTATION
Scale 1­20

STAFF WORKSTATION
Scale 1­20

PP
PP DATA PP DATA

LS

R.L 2400 R.L 2400 R.L 2400

10
0

57
5

25

40
0

Eq 400 Eq

25mm Melamine desktop
with 2mm PVC edge

Plant on end panel

Cupd

Adj

Desk support bracket

Bevelled Timber
skirting 60x10

RECEPTION
Scale 1­20

Plasterboard
bulkhead

Melamine recess
under counter for

wheelchair
accessability

RECEPTION
Scale 1­20

PP DATA

PP DATA

100x50 toe recess

Window
Toughened glass screen

in aluminium channel
screw fixed to desk walls

and bulkhead

R.L 2400 R.L 2400

R.L 2000

Selected pinboard

2,
00

0

STAFF WORKSTATION
Scale 1­20

Bevelled Timber
skirting 60x10

Window

Mobile drawer unit
under desk

Adj

Open Shelf

18x150mm melamine wall cleat

PP DATA

R.L 2400

Paint finish

1

2

3

4

5

6

79

8

1 2 3

4 5 6

7 8 9
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    ARCHITECTS    LTD
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P H O N E  :
FAX :
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W E B S I T E  :
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(03 )  379  2205
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HOLMES CONSULTING POWELL FENWICKBECA RIDER, LEVETT, BUCKNALL
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C O M M U N I T Y  O R A L  H E A L T H
F I X E D  F A C I L I T I E S

As shown 07­10­08

Design Responsibilty and Liability

This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
the CDHB or their third party providers accept any liability nor is any warranty expressed or implied as to its fitness for purpose, completeness or accuracy.
As this design is a specimen only, users of this specimen design are required to employ suitably qualified professionals to verify and assume responsibility for the design, validate or
vary the design as necessary to suit specific site conditions and undertake appropriate construction monitoring.  Any reliance or use of these designs by any person is at their own
discretion and risk, and they shall not be entitled to rely on or treat the design as professional advice to them by the developer of this specimen design, DHBNZ or CDHB.
In accepting delivery and/or using this specimen design, the recipient agrees and acknowledges that he/she/it is accepting the specimen design on the basis set out above.

SPECIMEN
ISSUE

A GENERAL TREATMENT AREA EXTENSION 07­10­08

A

500

1,
80

0
1,

10
0

1,550 1,550

330

60
0

83
0

2,
97

0

2,
44

0

1,000 SPRAY ZONE 

TREATMENT AREA

Proprietary pass
through unit

Wall mounted
basin

36mm Formica benchtop
with bullnose front edge
(clashed ends)

Wall mounted
x­ray arm

TREATMENT AREA ­ Plan
Scale 1­20

DATUM
POINT

CL

SERVICES

Based on Primus 1058 chair

“DHB’s are to confirm with their preferred equipment suppliers/installers the location of Air, Power, Water,
Suction and Drainage services in relation to the dental chair to be used. The unit included here is a sample
only. It is also important to confirm the location of the chair in relation to the wall mounted x­ray unit to
ensure maximum reach limits are not exceeded”

15
0

1,
80

0

Eq 2,625 Eq

Plasterboard bulkhead

Melamine packer against wall as
required.

Precision 2 step door lockers
on 18mm melamine plinth

Vinyl coved upstand

STAFF LOCKERS
Scale 1­20

R.L 2400

Precision 2 step door lockers
on 18mm melamine plinth

20mm recessed margin

STAFF LOCKERS ­ Plan
Scale 1­20

1,800 700 700

315 1,170 315

1,
31

0

2,590

200 1,000 200

40
0

60
0

60
0

85
090
0

1,
80

0

750

Window

150kg capacity
benchtop bracket

36mm Formica benchtop
with bullnose front edge

Vinyl coved upstand

Proprietary pass
through unit

36mm Formica benchtop
with bullnose front edge

Vinyl coved upstand

Wall mounted
basin

Proprietary pass
through unit

Heat pump unitHeat pump unit

Proprietary pass
through unit

Vinyl coved upstand

Heat pump unit

Xray controller
panel

X­Ray Arm.

Paint finish on plasterboard

Paint finish on plasterboard

Paint finish on plasterboard

TREATMENT AREA
Scale 1­20

TREATMENT AREA
Scale 1­20

TREATMENT AREA
Scale 1­20

TREATMENT AREA
Scale 1­20

PP

LS xray

PP DATA PPDATA

Glove
dispensor

paper
towel

dispensor
soap

dispensor

Potter system "vision"
900x900 whiteboard

Potter system "vision"
900x900 pinboard

Clock

18mm Fomica backing board
with halfround vertical sides
and clashed horizontal sides

RCD display panel

Patience clothes hooks on
400x150mm melamine panel

R.L 2650

R.L 2030 R.L 2030

R.L 2650 R.L 2650 R.L 2650

R.L 2030

xray
power

1

2

4

3

5

5

1 2 3 4
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C O M M U N I T Y  O R A L  H E A L T H
F I X E D  F A C I L I T I E S

As shown 07­10­08

Design Responsibilty and Liability

This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
the CDHB or their third party providers accept any liability nor is any warranty expressed or implied as to its fitness for purpose, completeness or accuracy.
As this design is a specimen only, users of this specimen design are required to employ suitably qualified professionals to verify and assume responsibility for the design, validate or
vary the design as necessary to suit specific site conditions and undertake appropriate construction monitoring.  Any reliance or use of these designs by any person is at their own
discretion and risk, and they shall not be entitled to rely on or treat the design as professional advice to them by the developer of this specimen design, DHBNZ or CDHB.
In accepting delivery and/or using this specimen design, the recipient agrees and acknowledges that he/she/it is accepting the specimen design on the basis set out above.

SPECIMEN
ISSUE

A GENERAL TREATMENT AREA EXTENSION 07­10­08

A

600 600

45
0

ACCESSIBLE WC

Wall mounted
basin

WC CL

CL

Vinyl flooring with 150mm
coved upstands

Grab rail

Fold down baby
change table

ACCESSIBLE WC ­ Plan
Scale 1­20

E
q

E
q

600

WC

Wall mounted
basin

WC Vinyl flooring with 150mm
coved upstands

CL

CL

WC ­ Plan
Scale 1­20

300

CLEANERS

Cleaners mop
sink

Vinyl flooring with 150mm
coved upstands

High level
open cupds

CLEANERS ROOM ­ Plan
Scale 1­20

20 600

15
0

71
0

40
15

0

20 1,152 18 10
1,200

700 1,000

40
0

60
0

60
0

85
0

X­RAY ROOM
Scale 1­20 Scale 1­20

X­RAY ROOM
Scale 1­20
X­RAY ROOM

Vinyl coved toespace

Adj

Cupds

25mm melamine shelf

S/S sink

40mm s/s benchtop with
anti­spill edge

150mm s/s pencil coved
upstand

Adj

Cupds

S/S sink

Vinyl coved upstandVinyl coved upstand

Scale 1­20
X­RAY ROOM

Vinyl coved upstand

Metal sheeting to wall up to
top of door reveal (behind
plasterboard wall lining)

Paint finish on
plasterboard

Paint finish on
plasterboard

Paint finish on
plasterboard

Paint finish on
plasterboard

Wall mounted
basin

Glove
dispensor

paper
towel

dispensor
soap

dispensor

PPDATA

PP

Electric heater

PP DATA
LS

R.L 2400 R.L 2400 R.L 2400 R.L 2400

(lockable cupd)

Communications
cabinet

IT CUPD ­ Plan
Scale 1­20

700 600 600

230

70
0 85

0

450

85
0

95
0

Eq 500 Eq

150 425

1,
22

0

500 900 500

ACCESSIBLE WC
Scale 1­20

ACCESSIBLE WC
Scale 1­20

toilet paper
holder zone

500x950 mirror glue
fixed to wall with
polished edges

150sq tiled splashback

750x750 s/s grab rail
40mm dia

Wall mounted
basin

Vinyl coved upstandVinyl coved upstand

CL

Paint finish on plasterboard Paint finish on plasterboard

Vinyl coved upstand

ACCESSIBLE WC
Scale 1­20

paper
towel

dispensor
soap

dispensor

R.L 2400 R.L 2400 R.L 2400

ACCESSIBLE WC
Scale 1­20

R.L 2400

Vinyl coved skirting

Koala kare horizontal
wall mounted baby

change station

IT CUPD
Scale 1­20

IT cupd doors
shown dotted

Communications
cabinet mounted

to wall

Vinyl coved upstand

R.L 2400

PP
x4

Eq Eq 600

Vinyl coved upstand

CL

WC
Scale 1­20

WC
Scale 1­20

450x800 mirror glue
fixed to wall with
polished edges

Vinyl coved upstand

Wall mounted
basin

Paint finish on plasterboard Paint finish on plasterboard

soap
dispensor

paper
towel

dispensor

R.L 2400 R.L 2400

18 2,024 18
Eq Eq Eq

1,
20

0
80

0
2,

00
0

300 300

50
0

CLEANERS ROOM
Scale 1­20

CLEANERS ROOM
Scale 1­20

CLEANERS ROOM
Scale 1­20

Vinyl coved upstand Vinyl coved upstand Vinyl coved upstand

Adj

Open Shelf

Adj

Open Shelf

Adj

Open Shelf

Adj

Open Shelf

Adj

Open Shelf

Mop sink with s/s
splashback on two
sides against wall

Paint finish on plasterboard

Paint finish on plasterboard

Paint finish on plasterboard

R.L 2400 R.L 2400 R.L 2400

620

1,
20

0

1,
20

0

X­RAY

40mm s/s (polished) bench with anti­
spill edge and 150mm pencil coved
upstand to back of bench

Mercer Bella intergrated sink bowl.
410mm x 355mm

Wall mounted
basin

CL

X­RAY ROOM ­ Plan
Scale 1­20
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As shown 07­10­08

Design Responsibilty and Liability

This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
the CDHB or their third party providers accept any liability nor is any warranty expressed or implied as to its fitness for purpose, completeness or accuracy.
As this design is a specimen only, users of this specimen design are required to employ suitably qualified professionals to verify and assume responsibility for the design, validate or
vary the design as necessary to suit specific site conditions and undertake appropriate construction monitoring.  Any reliance or use of these designs by any person is at their own
discretion and risk, and they shall not be entitled to rely on or treat the design as professional advice to them by the developer of this specimen design, DHBNZ or CDHB.
In accepting delivery and/or using this specimen design, the recipient agrees and acknowledges that he/she/it is accepting the specimen design on the basis set out above.
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INSTRUMENT REPROCESSING
Scale 1­20

INSTRUMENT REPROCESSING
Scale 1­20

Adj Adj

Open Shelf Open ShelfLamson bins on LP3
steel louvred panel.

Size of bins TBA

100x50 coved vinyl skirting 100x50 coved vinyl skirting

Wall mounted
basin

Glove
dispensor

paper
towel

dispensor
soap

dispensor

18mm Fomica backing board
with halfround vertical sides
and clashed horizontal sides

LS

PP DATA

PP

150mm s/s pencil coved upstand

PP

Steriliser
dispensor

150kg capacity angle to
support benchtop

DATA

Potter system
"vision"

whiteboard
900x600

Clock

R.L 2400 R.L 2400

Paint finish on plasterboard

INSTRUMENT
REPROCESSING

40mm s/s (polished) bench with anti­
spill edge and 150mm pencil coved
upstand to back of bench

Cupd with bin
inside

Sink

Washer

Oiler

Open shelving
above

Mercer Riva intergrated sink bowl.
410mm x 355mm

40mm s/s (polished) bench with anti­
spill edge and 150mm pencil coved
upstand to back of bench

50mm clashed Formica panel

WET AREA DRY AREA

Wall mounted
basin

Autoclaves

200mm dia hole in bench
for acces to bin

Open shelving
above

50mm clashed Formica panel under bench
with coved vinyl upstand each side

150kg capacity angle to support benchtop

Lamson bins
above bench

Lamson bins above bench

18mm melamine wall cleat

whiteboard above

INSTRUMENT REPROCESSING ROOM ­ Plan
Scale 1­20
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Scale 1­20

Adj
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Adj

Open Shelf

Adj

Open Shelf

Ceiling
bulkhead

Oiler

Adj

Open Shelf

Adj

Open Shelf

Ceiling
bulkhead

50mm clashed Formica panel under
bench with coved vinyl upstand

Open through to other side

50mm clashed Formica end panel
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Open Shelf

Ceiling
bulkhead

50mm clashed Formica panel under
bench with coved vinyl upstand

Open through to other side
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Washer

Washer

Sink

100x50 coved vinyl skirting

Cupd

Selected bin
inside

18mm packer
to wall

150mm s/s pencil coved upstand

PP
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INSTRUMENT REPROCESSING
Scale 1­20

100x50 coved vinyl skirting

Selected clothes hooks

Lamson bins on LP3
steel louvred panel.

Size of bins TBA

150kg capacity angle to
support benchtop

R.L 2400

R.L 2018 R.L 2018

R.L 2400 R.L 2400 R.L 2400 R.L 2400

Paint finish on plasterboard Paint finish on plasterboard
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end panel

150mm s/s pencil coved upstand
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C O M M U N I T Y  O R A L  H E A L T H
F I X E D  F A C I L I T I E S

As shown 07­10­08

Design Responsibilty and Liability

This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
the CDHB or their third party providers accept any liability nor is any warranty expressed or implied as to its fitness for purpose, completeness or accuracy.
As this design is a specimen only, users of this specimen design are required to employ suitably qualified professionals to verify and assume responsibility for the design, validate or
vary the design as necessary to suit specific site conditions and undertake appropriate construction monitoring.  Any reliance or use of these designs by any person is at their own
discretion and risk, and they shall not be entitled to rely on or treat the design as professional advice to them by the developer of this specimen design, DHBNZ or CDHB.
In accepting delivery and/or using this specimen design, the recipient agrees and acknowledges that he/she/it is accepting the specimen design on the basis set out above.
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Dishwasher
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150mm coved upstand
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s/s sink
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STAFF ROOM ­ Plan
Scale 1­20

1,
45

0

450

1,200
1,100

STAFF ACCESSIBLE
WC / SHOWER

Shower
slider

Shower
mixer

G
ra

b 
ra

il

Fold down self draining
non slip shower seat (min

800x450)

Curtain

CL

CL

G
ra

b 
ra

il

STAFF ACCESSIBLE WC / SHOWER ­ Plan
Scale 1­20

STAFF WC

Wall mounted
basin

WC

CL

CL

STAFF WC ­ Plan
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wall channels

Paint finish on plasterboard
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STORE ROOM
Scale 1­20
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(with 2mm PVC edge) on
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Paint finish on plasterboard
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Kitchen
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door
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Zip boiling
unit

150x50 coved vinyl toespace

Cupd Cupd

Fridge

150mm coved vinyl skirting

150mm coved upstand

PP

zip

PP

R.L 2400

Melamine
wall cleat

PP

Power point for
dishwasher at
back of cupd

Cutlery

Adj Adj

18mm recessed
packing margin

against wall

85
0

1,450

STAFF WC
Scale 1­20

Vinyl coved upstand

450x800 mirror glue
fixed to wall with
polished edges

Wall mounted
basin

soap
dispensor

paper
towel

dispensor

R.L 2400

Paint finish on plasterboard

50
0

90
0

10
0

850

450

230

150 425 350

85
0

1,450

STAFF ACCESSABLE WC / SHOWER
Scale 1­20

STAFF ACCESSABLE WC / SHOWER
Scale 1­20

STAFF ACCESSABLE WC / SHOWER
Scale 1­20

Sh
ow

er
 c

ur
ta

in

Seratone wall panels Seratone wall panels Seratone wall panels

100x50 coved vinyl skirting Vinyl coved upstand

CL

Sh
ow

er
 c

ur
ta

in

Fold down self draining
non slip shower seat (min

800x450)
toilet paper
holder zone

750x750 s/s grab rail
40mm dia

Wall mounted
basin

Vinyl coved upstand

LS 150sq tiled splashback

paper
towel

dispensor
soap

dispensor

500x950 mirror glue
fixed to wall with
polished edges

R.L 2400 R.L 2400 R.L 2400

RCD

40
0

1,
17

5
1,

17
5

2,
75

0

925 925 925 925

3,700

Whiteboard

STORE

25mm Melamine shelving
(with 2mm PVC edge) on
wall channels

STORE ROOM ­ Plan
Scale 1­20

STAFF WC
Scale 1­20

CL

R.L 2400

Paint finish on plasterboard

1 2 3 4 5

6 7 8 9 10

1

2

3

4

5

6
7

8

9

10

(6 Chair ­ Level 2 Building)
A7

INTERNAL ELEVATIONS



S  H  E  E  TC  O  N  S  U  L  T  A  N  T  S

S  C  A  L  E

          C   O   M   M   E   N   C   I   N   G          A   N   Y          W   O   R   K          O   R          M   A   K   I   N   G          A   N   Y          S   H   O  P          D   R   A   W   I   N  G   SC   O   N   T   R   A   C   T   O   R    S          M   U   S   T          V   E   R   I   F   Y          A   L   L          D   I   M   E   N   S   I   O   N   S          O   N          T   H   E          S   I   T   E          B   E   F   O   R   E N o.  R      E      V       I      S      I      O      N      S D  A  T  E

I S S U E

TRENGROVE   &   BLUNT
    ARCHITECTS    LTD

82   OXFORD  TCE,  CHRISTCHURCH,   NZ

MAIL  :
P H O N E  :
FAX :
EMAIL  :
W E B S I T E  :

P.O.  Box 117,  Chr is tchurch
(03 )  379  2205
(03 )  379  8979
of f i ce@trengroveb lun t .co .nz
www. t rengroveb lun t .co .nz

HOLMES CONSULTING POWELL FENWICKBECA RIDER, LEVETT, BUCKNALL

03 366 3366 03 366 3521 03 366 1777 03 365 0590
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As shown 07­10­08

Design Responsibilty and Liability

This specimen design has been prepared to identify the accommodation, plant and equipment needs for the delivery of oral health services in a clinic setting in New Zealand.
While reasonable care has been taken in compiling the specimen design within the context of the design assumptions specified, neither the developer of this specimen design, DHBNZ,
the CDHB or their third party providers accept any liability nor is any warranty expressed or implied as to its fitness for purpose, completeness or accuracy.
As this design is a specimen only, users of this specimen design are required to employ suitably qualified professionals to verify and assume responsibility for the design, validate or
vary the design as necessary to suit specific site conditions and undertake appropriate construction monitoring.  Any reliance or use of these designs by any person is at their own
discretion and risk, and they shall not be entitled to rely on or treat the design as professional advice to them by the developer of this specimen design, DHBNZ or CDHB.
In accepting delivery and/or using this specimen design, the recipient agrees and acknowledges that he/she/it is accepting the specimen design on the basis set out above.
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INTERNAL CORRIDOR ELEVATION
Scale 1­50
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Paint colour 1 on mdf acoustic
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Paint colour 2 on mdf acoustic
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WINDOW SCHEDULE
Scale 1­50

TYPE A

DOOR SCHEDULE
Scale 1­50

TYPE B TYPE C TYPE D TYPE E TYPE GTYPE F TYPE H TYPE I TYPE J TYPE L

TYPE 1 TYPE 2 TYPE 3 TYPE 4 TYPE 5

Aluminium LouvresEntrance door

Aluminium
panel

High level glazing

fx

fx

Cavity slider Cleaners

TYPE K

TYPE 6
Vision Panel

38mm Solid
core door

20x25 timber bead
rebated over door.

Vision panel detail
Not to scale

Glazing felt between
bead and glass

Width to suit plant room size

50
1,

75
0

1,
80

0

Fabricate 2 No. equal panels from 40mm
OD galvanised pipe frame with tight­
radius bends, and standard galvanised
chain­link wire mesh cladding.

Weld galv rod gudgeon pins to outer side
of each panel, for connection to gate
gudgeons bolted to plantroom walls.
Height of pins shall allow for panels to be
easily lifted off gudgeons, for access to
machinery.

Provide approved gate latch to
connect panels as required

PLANT ROOM BARRIER
Scale 1­20

W01

D01, D02 & D03

W02 W03, W04 & W05 W06 & W07 W08, W09, W10,
W11, W12 & W13

W14 W15 W18, W19,
W23 & W24

W16, W17,
W20 & W21

W22 W25, W26, W27, W28, W29,
W30, W31, W32, W33, W34,
W35 & W36

D04, D07 & D08 D05 & D11 D06, D10 & D12 D09
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INTERNAL CORRIDOR & PLANT ROOM BARRIER ELEVATIONS,
WINDOW & DOOR SCHEDULES
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