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Question 8

You are going to wire a house for one of your customers. The customer has sent you a
plan of the laundry and kitchen and a schedule of the socket outlets they require to be
installed. They want you to do an electrical location diagram for the socket outlets.

Notes to electrician from kitchen/laundry manufacturer:
1. Benches 900mm to top surface. 300mm breakfast bar on lounge side of island.
2. Fridge outlet to be 1800mm from floor at back of fridge cavity.
3. Central rangehood duct (150mm) extends directly up through roof.
4. Dishwasher socket cannot fit inside dishwasher cavity.
5.

Laundry tub = Robinhood supertub complete with flexible pull out hose.
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Customer requirements

Room Equipment Customer notes:

Kitchen Single socket outlet for fridge. In fridge cavity, behind fridge left hand side.

Kitchen Single socket outlet for dishwasher. Isolation switch on cl_osesl bench socket outlet on kitchen
wall. Socket below sink on left.

Kitchen | Double socket outlets x 2 benchtop. Spaced evenly on wall to left of window 150mm above bench.

Kitchen Double socket outlet benchtop. Midway between hob and wall on right.

Kitchen | Single socket outlet for rangehood. In ceiling in close proximity to the left of the duct pipe.

Kitchen | Double socket outlet with 2 USB chargers on end of island nearest pantry. | High up, in the middle on end of island.

Kitchen | Single socket outlet for microwave. In back right facing microwave cavity.

Laundry | Double socket outlet for washing machine. At 1000mm above floor

Laundry | Permanent connection unit for cupboard heater. Inside front right of cupboard, as low down as possible.

Laundry | Double socket outlet for iron. Between the open doors, 1.1m from hall wall, 1m above floor.
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Accessory Legend Installation Legend
No. Description of accessory Letter Special installation instructions
Singl itched ket outlet
1 Ingle switched socket outle A Installed at 1800mm above floor
2 15A single switched socket outlet B Installed above 300mm from floor (AS/NZS 3000
6.2.4.3).
3 Double switched socket outlet
Cc Installed inside cupboard or cavity.
4 IP 56 switched socket outlet
D Installed in ceiling space.
5 Double switched socket outlet with 2 USB charging outlets
_ _ _ E Installed more than 500mm away from water
6 Double switched socket outlet with extra control switch container (AS/NZS 3000 fig 6.11).
7 | Permanent connection unit (PCU) F Installed 1000mm from floor.

Student instructions: Interpret your client’s requirements and the manufacturers notes to produce an alpha/numeric socket outlet location diagram
Do this by inserting the accessory number in the (dotted) box at the required locations on the plan below. Also include the letter for any appropriate
special installation instructions from the table above for each of the accessories, (there may be any number special installation instructions for any
one accessory).
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S.J.Jamison kitchen and laundry Bectrical Location Diagram - Socket Outlets





